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STORAGE INSTRUCTIONS FOR INTERNAL HYDRANTS AND METAL PRODUCTS 

 

 

 

1. Internal hydrants and metal products should be stored in warehouses or in roofed and ventilated spaces that  
    provide protection against weather and environmental factors. 
 
2. Storage conditions: 

▪ temperature from + 5 ° C to + 25 ° C 
▪ humidity from 40% to 60% 
▪ no longer than 1 year without use 

 
3. The packaging should not be allowed to get wet or damp. In this case, the packaging should be replaced  
     immediately, drying the product first. 
 
4. Do not allow contact with aggressive substances, in particular solvents which contain esters, ketones,  
    alcohols, aromatic compounds, glycol ethers and halogen hydrocarbons, and with acidic, alkaline and  
    abrasive properties.  
    NOTE: In case of contact with the abovementioned substances, you can attempt to repair them in  
    accordance with the maintenance and cleaning instructions for powder coated and stainless steel cabinets  
    available at www.supron.pl  
 
5. Products should be stored on pallets or other flat surface. It is recommended that the minimum distance of  
    the package from the floor is 10 cm. 
 
6. Store, move, transfer, etc. in accordance with the direction indicated on the packaging, if it is not available -  
    door upwards with special care not to cause damage. 
 
7. Stack products of only one dimension up to max. 2.2 m high, with special care not to cause damage. 


