
ASSEMBLY INSTRUCTIONS FOR A PIPE SYSTEM WITH A PRESSURE REGULATOR FOR A SINGLE VALVE
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Connect the 2-inch ball valve with the brass fitting from the regulator, using sealing wad and sealing paste.

Install the second brass fitting from the regulator into the pipe assembly, using sealing wad and sealing paste.

Install the hydrant valve 52. Use sealing wad and sealing paste. Position the valve outlet at a 45–50° angle toward the door to allow easy 

connection of the fire hose.

Before assembling the whole unit, screw in the pressure gauge in the correct direction. 

Changing the regulator direction involves placing the gauge in the appropriate 

port—there are two openings. One is sealed with a plug, and the gauge 

is installed in the other. To change direction, remove the plug and install the gauge there, 

then place the plug into the former gauge opening. The plug uses a 6 mm hex key.
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Placement of pre-assembled components in the cabinet

The valve with fitting and the pipe with fitting should be connected to the regulator (by tightening the fittings – sealing is provided 

by Teflon gaskets included in the set)
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Fasten with clamps to the mounting rail
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ASSEMBLY INSTRUCTIONS FOR A PIPE SYSTEM WITH A PRESSURE REGULATOR FOR TWO VALVES
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Pipe assembly

Pressure regulator 

with pressure gauge

Hydrant valve 52

Hydrant valve 52

Install the hydrant valves 52. Use sealing wad and sealing paste. Position the valve outlets at a 45–50° angle toward the door 

to allow easy connection of the fire hose.

Install the brass union from the regulator into the pipe assembly, using sealing wad and sealing paste.

Install the hydrant valves 52. Use sealing wad and sealing paste. Position the valve outlets at a 45–50° angle toward the door to allow 

easy connection of the fire hose.

Before assembling the whole unit, screw in the pressure gauge in the correct direction. 

Changing the regulator direction involves placing the gauge in the appropriate 

port—there are two openings. One is sealed with a plug, and the gauge is installed 

in the other. To change direction, remove the plug and install the gauge there, 

then place the plug into the former gauge opening. The plug uses a 6 mm hex key.
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Placement of pre-assembled components in the cabinet5

Fasten with clamps to the mounting rail

Pipe assembly – left version. Right-side version analogous 

The valve with fitting and the pipe with fitting should be connected to the regulator (by tightening the fittings – sealing is provided 

by Teflon gaskets included in the set)
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